UNITED STATES DEPARTMENT OF AGRICULTURE

NATURAL RESOURCES CONSERVATION  SERVICE

OREGON

CONSTRUCTION SPECIFICATION

CS-02 POLLUTION CONTROL

2.1
SCOPE
The work shall consist of performing work to control soil erosion, sedimentation, petroleum, dust and smoke from becoming air and/or water pollutants during construction.

2.2
MATERIAL SPECIFICATIONS
All permanent works shall meet the requirements of the applicable Oregon Material Specifications.  Temporary works which are to be removed may be of a lesser quality.

2.3
EROSION AND SEDIMENT CONTROL MEASURES AND WORKS
In addition to the measures shown on the drawings, erosion and sedimentation shall be controlled at the work site by use of a single or a combination of the following measures:

Staging of Earthwork Activities - The excavation and moving of soil materials shall be scheduled so that the smallest possible areas will be unprotected during construction activities.

Seeding - Seedlings to protect all disturbed areas shall be done in a timely manner in accordance with the methods common to the geographic area.

Mulching - Mulching may be used to provide temporary protection to soil surfaces from erosion.

Diversions - Diversions can be used to divert water away from work areas and/or to collect runoff from work areas for treatment and safe disposition.

Stream Crossings - Culverts or bridges shall be used where equipment is not allowed to ford streams.

Sediment Basins – Sediment basins can be used to collect and store sediment from eroding areas to protect properties and streams down slope from the construction site.

Sediment Filters - Straw bale filters or geotextile sediment fences meeting AASHTO M-288-90 requirements for self-supported sediment control shall be installed to trap sediment on-site from areas subject to soil erosion.  Sediment filters shall be anchored with 2x2 stakes and shall have a minimum burial depth of 6 inches to control erosion under or around them.  The sediment filters shall be removed by the contractor when permanent measures are installed.

2.4
OTHER ENVIRONMENTAL CONSIDERATIONS
Burning - Local and state regulations concerning the burning of brush or slash or disposal of other materials shall be adhered to.  Fire prevention measures shall be taken to prevent the start or spreading of fires which result from construction activities.

Dust Control - All public access or haul roads used by the contractor during construction activities project shall be sprinkled or otherwise treated to fully suppress dust.

Staging Equipment - All construction equipment shall be staged in a location and manner to minimize air, soil and water pollution.

Storage of Fuel and Lubricants - All fuel and lubricants shall be stored in containers and areas that are in conformance with the Oregon State Department of Environmental Quality and local regulations. If a spill of chemical pollutants such as fuel or hydraulic fluid should occur, immediately attempt to contain the spilled material.  The following procedures shall be followed:




(a)
For spillage on land, construct earthen berms or use other suitable barricade material of sufficient size to contain the spill and keep it from spreading.




(b)
For spillage on water, attempt to isolate and contain the spilled material.  Commercial booms or other suitable materials shall be kept on site during construction to contain fuel and oil spills on water.




(c)
Call the Oregon Emergency Response System (ORES) at (800)452-0311.

Servicing and Refueling Equipment - All fuel and lubricants used in the servicing of construction equipment shall be done in a manner that avoids spills and over filling.  The Oregon State Department of Environmental Quality shall be notified immediately of any spill and the operator shall contain the spillage.

Sanitary Facilities - Sanitary facilities such as chemical toilets shall be located at least 100 feet from water bodies to prevent contamination of surface or subsurface water.

Environmentally Sensitive Areas - All environmentally sensitive areas, as shown on the drawings or as flagged at the construction site, shall be avoided.  If human remains are discovered stop construction immediately, secure the site and contact the County Sheriff.  If cultural materials are discovered stop construction immediately and contact the NRCS Cultural Resources Specialist.  The contractor shall be responsible for mitigating any damages to sensitive areas that are a result of construction activities not approved by the NRCS technician.

2.5
MAINTENANCE, REMOVAL AND RESTORATION
All pollution control measures shall be adequately maintained in a functional condition as long as needed during the construction operation.  All temporary measures shall be removed and the site restored to the original conditions as practicable.

2.6
ITEMS OF WORK AND CONSTRUCTION DETAILS FOR THIS PROJECT
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